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Multi Foot - Polyamide
• Rechthoekige PA stelpoten voor diverse toepassingen: 

kabelgoten, buisstructuren (buis 41 x 41 mm), draadstangen (M10), ...
• Beide ”Multi Foots” worden geleverd met een geïntegreerde anti-vibratiemat
• Snelle en eenvoudige installatie
• Profielen of draadstangen niet inbegrepen

Art. nr.  Omschrijving Afm. voetvlak St/doos
BFF-2061  Multi Foot 400 400 x 180 4
BFF-2011  Multi Foot 600 600 x 220 3

MULTIFOOT 400

INTEGRATED MAT

MULTIFOOT 400

inches 3 3/4

FIX-IT FOOT & MULTIFOOT SPECIFICATION SHEET

WILL BE SUBJECT TO ROOF MAKE-UP, DETAILED BY STRUCTURAL ENGINEER.
DESIGN LOAD BASED ON PUBLISHED GUIDLINES FROM BRITISH RIGID URETHANE MANUFACTURERS ASSOCIATION (BRUFMA) OF AN ACCEPTABLE LOAD OF 35KN/M2 (5.1 PSI). PROJECT SPECIFIC DESIGN PARAMETERS
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B6737 - Big Foot Fix-it Foot, model 600
B6736 - Big Foot Fix-it Foot, model 400
B6735 - Big Foot Fix-it Foot, model 250

B6357 - Big Foot Multi Foot, small
B9045 - Big Foot Fix-it Foot, model 400L
B9043 - Big Foot Fix-it Foot, model 250L

WWW.BIGFOOTSUPPORT.COM
TECHNICAL@BIGFOOTSUPPORT.COM

BIG FOOT TECHNICAL OFFICE
FOR BESPOKE DESIGNS PLEASE CONTACT THE

+44(0)1323 844 355

B9096 - Big Foot Fix-it Foot, model 1000

BIG FOOT NBS SPECIFICATION CLAUSE

2.0 2.0 3 3

WEIGHT
kg 2.4 3.6 7.5 9.3 1.2 2.5 4.6 1.7 2.5
lbs 5.3 7.9 16.5 20.5 2.6 5.5 10.1 3.7 5.5

DESIGN LOAD
kg 82 128 224 295 82 128 134 259 474
lbs 181 282 494 650 181 282 295 571 1045

FIX-IT FOOT & MULTI FOOT DETAILS & PERFORMANCE RECOMMENDATIONS
PART NUMBER B6735 B6736 B6737 B9037 B9043 B9045 B9368 B6357 B6359
DESCRIPTION FIX-IT FOOT 250 FIX-IT FOOT 400 FIX-IT FOOT 600 FIX-IT FOOT 1000 FIX-IT FOOT LOW 250 FIX-IT FOOT LOW 400 FIX-IT FOOT LOW 500 MULTI FOOT 400 MULTI FOOT 600

LENGTH
mm 250 400 600 1000 250 400 500 400 600

inches 10 15 3/4 24 39 1/2 10 16 19 3/4 16 24

WIDTH
mm 180 180 180 180 130 130 130 180 220

inches 7 7 7 7 5 5 5 7 8 3/4

HEIGHT
mm 95 95 95 95 50 50 50 80 80

MATERIAL SPECIFICATION

DESCRIPTION MATERIAL REGULATION
CONFORMANCE

DENSITY FLEXURAL STRENGTH (@ 
BREAK, 2mm/min) YIELD STRENGTH COMPRESSIVE 

STRENGTH (@ 20%)
kg/m3 lbs/ft3 MPa psi MPa psi MPa psi

FIX-IT FOOT RECYCLED RUBBER 
CRUMB BS7188:1989 650-1020 41-64 - - - - 1.20 174

MULTI FOOT POLYAMIDE 6 1140 71 210 30458 250 36259 - -

FIX-IT FOOT 
CHANNEL ALUMINIUM 6063-T5 2700 169 - - 145 21030 - -

F

D

E

C

1 2 3 4

B

A

321 5

C

D

4 6 7 8

A

B

FIX-IT / MULTI FOOT SPECIFICATION SHEET

5 6 7 8

F

E

THE PROPERTY OF BIG FOOT SYSTEMS LIMITED

TITLE:

DWG NO.

THIS DRAWING IS COPYRIGHT AND 

FM1005-01-01

FIX-IT FOOT 250

LIGHT PIPE

FIX-IT FOOT 400

Geïntegreerde
anti-vibratiemat

Ideaal voor projecten met 
kabelgoten, draadstangen (M10),
buisstructuren (41 x 41 mm), ...

Big Foot Systems - Multi Foot & Stand Range
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REVInstallation and application considerations
should include health, safety and enviromental

needs, regulations and standards, codes of
practice, climate conditions, installation

location, product orientation, evaluation of the
roof structure, composition, surface and

condition, ancillary and complimentary products
and materials. Big Foot Systems recommend 

that all rooftop products are handled and
 installed by suitably qualified persons. All

scheme designs are based on the use of Big Foot
Systems' products and materials only.

Terms and conditions available on request

1 : 5

FOOT PRESSURE:

UDL:

Multi Foot
N/A
N/A
N/A

N WOOD

A

Material grade: BS EN 10219-1:2006 (S235JR). Welding standard: BS EN ISO 15614-1. Galvanizing standard: BS EN ISO 1461:2009
Reference specification document "Custom Fabrication Specification" (BF-SPEC-050411) for further information

Reference specification document "Big Foot Systems Cross Bar Specification (BF-SPEC-230610) for further information
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A SIMMANS
Multi Foot Technical Data Sheet

400

18
0

22
0

600

40 260 260 40

102

42

21

102

42

21

125 150 125

B9655

B964041

41

MULTI FOOT WILL ACCOMODATE:

41x41 UNISTRUT (VERTICALLY)
41x21 UNISTRUT (HORIZONTALLY)
40x20 CHANNEL (HORIZONTALLY)
10mm/12mm THREADED ROD (VERTICALLY)

B9655

B9640

1

1

2

2

3

3

4

4

5

5

6

6

A A

B B

C C

D D

PROJECT REF:
UNIT REF:

TITLE:

DWG No.

THIS DRAWING IS COPYRIGHT AND 
THE PROPERTY OF BIG FOOT SYSTEMS LIMITED

BFT-MFO.dwg

A3
SCALE:

DIMENSIONS IN mm U.O.S

TOLERANCES: 0.0 ± 0.5mm U.O.S

SHEET 2  OF 2 

DATE:

DRAWN:

CHECKED:

REVInstallation and application considerations
should include health, safety and enviromental

needs, regulations and standards, codes of
practice, climate conditions, installation

location, product orientation, evaluation of the
roof structure, composition, surface and

condition, ancillary and complimentary products
and materials. Big Foot Systems recommend 

that all rooftop products are handled and
 installed by suitably qualified persons. All

scheme designs are based on the use of Big Foot
Systems' products and materials only.

Terms and conditions available on request

1 : 5

FOOT PRESSURE:

UDL:

Multi Foot
N/A
N/A
N/A

N WOOD

A

Material grade: BS EN 10219-1:2006 (S235JR). Welding standard: BS EN ISO 15614-1. Galvanizing standard: BS EN ISO 1461:2009
Reference specification document "Custom Fabrication Specification" (BF-SPEC-050411) for further information

Reference specification document "Big Foot Systems Cross Bar Specification (BF-SPEC-230610) for further information

14/02/2017

A SIMMANS
Multi Foot Technical Data Sheet

400

18
0

22
0

600

40 260 260 40

102

42

21

102

42

21

125 150 125

B9655

B964041

41

MULTI FOOT WILL ACCOMODATE:

41x41 UNISTRUT (VERTICALLY)
41x21 UNISTRUT (HORIZONTALLY)
40x20 CHANNEL (HORIZONTALLY)
10mm/12mm THREADED ROD (VERTICALLY)

B9655

B9640

Alle afmetingen in mm 

Mini Split Stand Range
• Met universele 41 x 41 mm dwarsverbinder voor flexibele bevestiging  

van standaard inlegmoeren
• Uitvoering in hoogte 305 mm op voeten van 200 x 200 mm
• Lengte dwarsverbinder: 990 mm
• Anti-vibratie bevestigingsschroeven
• Op vraag: aanbouwmogelijkheden met een extender frame

Art. nr.  Omschrijving Afm. voetvlak Draagkracht Gewicht

BFS-2001  Big Foot Mini Split Low Stand Range 
 700 x 1125 x 305 (LxBxH) 200 x 200 175 kg 20 kg

Stand Range
• Modulair grondmontagesysteem
• Voor montage van verschillende type units
• Voeten uitgerust met uitsparingen voor extra bevestiging in de bodem
• Niet geschikt voor installaties op platte daken (in volle windbelasting)
• Warm verzinkt staal
• Instelbare positie van de dwarsverbinder
• Snelle, lichte en eenvoudige montage
• Frames met extra lange dwarsverbinders voor VRV/VRF op vraag beschikbaar

VRV/VRF Stand Range
• Met universele 41 x 41 mm dwarsverbinder voor flexibele bevestiging  

van standaard inlegmoeren
• Uitvoering in hoogte 305 mm op voeten van 200 x 200 mm
• Lengte dwarsverbinder: 990 mm
• Op vraag: aanbouwmogelijkheden met een extender frame
• Volledige klemkit inbegrepen

Art. nr.  Omschrijving Afm. voetvlak Draagkracht Gewicht

BFS-2100  Big Foot VRV/VRF Stand Range 
 1230 x 1360 x 305 (LxBxH) 200 x 200 600 kg 35 kg

BFS-2001

BFS-2100

https://horeca.shop/nl/multi-foot-vlak-400-400-x-180-mm-lac-506
https://horeca.shop/nl/multi-foot-vlak-600-600-x-220-mm-lac-508
https://horeca.shop/nl/big-foot-mini-split-stand-range-700x1125x305-mm-200-mm-voet-bfs-2001
https://horeca.shop/nl/big-foot-vrv-vrf-stand-range-990-1230x1360x305-mm-200-mm-voe-lac-210
https://horeca.shop/nl/big-foot-mini-split-stand-range-700x1125x305-mm-200-mm-voet-bfs-2001
https://horeca.shop/nl/big-foot-vrv-vrf-stand-range-990-1230x1360x305-mm-200-mm-voe-lac-210

