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Condenswaterpompen

MiniBlue® met reservoir is dankzij zijn laag geluidsniveau ideaal om in woonkamers 
en burelen te installeren. Het detectiesysteem bestaat uit een reservoir met weerstand. 
Deze combinatie zorgt ervoor dat het detectiesysteem uitermate betrouwbaar is.

• Energiezuinig apparaat
• Het systeem werkt enkel als deze condenswater detecteert
• De unieke technologie zorgt ervoor dat onderhoud overbodig is
• MiniBlue® met reservoir kit omvat de MiniBlue® met reservoir en een ducting kit

MiniBlue® kan zowel met water als droog draaien en zorgt  
voor een efficiënte evacuatie van condenswater.  
Deze pomp is zeer compact.

• Opties: CR Fiche (BLD-9003) en Mounting Feet (BLD-9008)

BLD-1023

Debiet 8 L/h max.

Verticale opvoerhoogte 8 m max.

Decibels 21 dB

Aanzuighoogte 5 m

Afmetingen 66x105x56 mm (LxBxH)

Debiet 8 L/h max.

Verticale opvoerhoogte 8 m max.

Decibels 21 dB

Aanzuighoogte 5 m

Afmetingen 66x105x56 mm (LxBxH)

Afmetingen kit 800x70x65 mm (LxBxH)

Art. nr.  Omschrijving Alarmtype St/doos
BLD-1020 MiniBlue® pomp met sensor (L=2m) - 1
BLD-1023 MiniBlue® pomp parallel met sensor - 1

Art. nr.  Omschrijving Alarmtype St/doos
BLD-1100 Pomp MiniBlue® reservoir - 1

Running either wet or dry, the MINIBLUE® is whisper 
quiet whilst reliably removing condensate and debris. 
Inherently reliable whilst self priming it gives peristaltic 
performance at the price of a piston pump. The 
MINIBLUE® is small enough to quickly fit, or retro fit, 
into any existing installation, saving both time and 
money. 
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X87-500

MINIBLUE® pump available with:

PERFORMANCE

Reservoir sensorTEMPERATURE 
SENSOR

X87-504

DIMENSIONS (MM)

21 dba

The MINIBLUE® can be mounted in any 
orientation up to 8m away from the A.C unit.

V (VERTICAL) H (HORIZONTAL)
8 M
7 M
6 M
5 M
4 M
3 M
2 M

0 M
3 M
6 M
9 M
12 M
15 M
18 M

UNIT

3.5-8 KW

*8 KW MAX

ROTARY
DIAPHRAGM

All of the BLUEDIAMOND® pumps 
have the ability to run dry without 
burning out. Enabling them to remove 
any liquids, preventing organic growth 
inside the tubing. 

Quiet in all stages of operation and not 
only when set to quiet mode or relying 
on a soft start setting.
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MINIBLUE
MINIBLUE

EDITABLE OUTLINED (UNIVERSAL)
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Reservoir sensorRESERVOIR 

X87-509

DIMENSIONS (MM)
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The MINIBLUE®  R can be mounted in any 
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UNIT
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ROTARY
DIAPHRAGM

No servicing, no maintenace, no 
replacement parts. Nothing! A true fit 
and forget condensate pump.

Non modular installation with minimum 
components when setting up. Fewer 
components means less time wasted on 
installation. No siphoning devices or 
check valves required.
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The MINIBLUE R® has been designed 
to combine performance, reliability 
and installation flexibility. Compact enough to mount 
remotely and incorporate the electronics needed to 
operate the unique thermistor controlled reservoir 
sensor, the MINIBLUE R® operates only when 
condensate is present. Supplied with a ducting kit  and 
dedicated elbow kit to secure our fault free reservior.
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Sensor

Reservoir

https://horeca.shop/nl/sensor-reservoir-verlengkabel-rond-voor-bluediamond-pompen-bld-ssr-cr
https://horeca.shop/nl/bluediamond-multitank-voor-maxiblue-megablue-bld-mult
https://horeca.shop/nl/miniblue-pomp-parallel-met-sensor-66x105x56-mm-mib-ssr-p
https://horeca.shop/nl/miniblue-pomp-met-sensor-l-2m-66x105x56-mm-mib-ssr
https://horeca.shop/nl/miniblue-pomp-parallel-met-sensor-66x105x56-mm-mib-ssr-p
https://horeca.shop/nl/miniblue-r-pomp-met-reservoir-66x105x56-mm-mib-res

