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 CONDENSATE REMOVAL PUMP

19dB(A)

12L/h max. flow

The world’s no.1 mini pump becomes the quietest in its class! 
Featuring an acoustic damper, anti vibration tubing & bracket,  
the Silent+ Mini Orange is whisper quiet.

• Quietest in its class

•  Submersible secondary 

reservoir included

• Plug & play

SILENT+ MINI ORANGE SPECIFICATIONS

Max. flow 12L/h @ 0 head

Max. rec. head 10m

Max. suction lift 2m

Sound level@1m 19dB(A)

Power supply 230V AC 50-60Hz 0.1A*

Rated Non continuous

Class II appliance

Max. unit output 16kW / 54,000Btu/h

Max. water temp 40oC / 104oF

Discharge tube 6mm ID

IP Protection IPX1

Safety switch 3.0A Normally closed

Thermal protection ✓

Fully potted ✓

Self priming ✓

• Up to 16kW / 54,000Btu/h

•  Ducted units; Floor standing & Chassis 

units; High wall split systems

For more installation accessories take  
a look at our Aspen Xtra range

SILENT+ MINI ORANGE OPTIONS

Silent+ Mini Orange FP3313

* Other voltages available
† Pump only

116mm 39mm

51mm
34mm

80mm

39mm

IN THE BOX

Silent+ Mini Orange pump • 1.5m Plug & play 
power cable • Acoustic damper and 1m orange 
discharge tube with connector • Anti vibration 
bracket • Reservoir • Reservoir lid with 1.5m 
sensor cable • Submersible reservoir • Anti 
siphon device • Float & filter • 1.5m Suction 
tube 6mm ID • 220mm Orange inlet hose  
14mm ID • 150mm Vinyl breather tube 6mm ID  
• Drain connector kit • Fixing kit • Install manual

Download manual at aspenpumps.com

View install video at aspenpumps.com

SUGGESTED XTRA ACCESSORIES

Description Part No.

1 Amp Fuse FP2620

Tube To Soil Stack 
Adaptor

FP2038

Vinyl Tube Braided 
1/4” (6mm)

AX5100

Inline Filter 16mm FP2640

For more installation accessories take  
a look at our Aspen Xtra range

0.25†

kg

10m max. rec. head 
(flow rate 6L/h)
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REFRIGERATION HEATINGAIR CONDITIONING

12

Silent+ Mini Orange & Mini Orange - standard
De stilste in zijn categorie, dankzij de akoestische
demper, anti-vibratie leidingen & konzole

Debiet 12 L/h max. bij 0 m

Hoogte 10 m max. (bij 6 L/h)

Geluid 19 dB / 21 dB

Aanzuighoogte 2 m

Uitlaat 6 mm

Afmetingen 116x39x80 mm (lxbxh)

• Max. watertemperatuur: 40°C; aansluiting: 230V/50Hz
• Met extern reservoir

Art. nr.  Omschrijving St/doos
ASP-1011  Silent+ Mini Orange condensafvoerpomp & toebehoren 15
ASP-1021  Mini Orange - standard condensafvoerpomp & toebehoren 20

Mini pompen

sales@aspenpumps.com +44 (0)1323 848842aspenpumps.com Making life easier for the installer

 CONDENSATE REMOVAL PUMP

21dB(A)

12L/h max. flow

• Acoustic damper

• Pump sits in trunking elbow

• Left or right install

• Range of trunking systems

  KEy FEATURES  

0.31†

kg

SILENT+ MINI LIME SPECIFICATIONS

Max. flow 12L/h @ 0 head

Max. rec. head 10m

Max. suction lift n/a

Sound level@1m 21dB(A)

Power supply 230V AC 50-60Hz 0.1A*

Rated Non continuous

Class II appliance

Max. unit output 16kW / 54,000Btu/h

Max. water temp 40oC / 104oF

Discharge tube 6mm ID

IP Protection IPX4

Safety switch 3.0A Normally closed

Thermal protection ✓

Fully potted ✓

Self priming ✓ 

• Up to 16kW / 54,000Btu/h

•  High wall split systems

  Perfect for... Commercial use  

where silence is important

The Silent+ Mini Lime is designed around a ‘total system 
approach’ and includes many features to create a truly silent 
system. Perfect for offices and meeting rooms. (‘Pump only 
pack’ also available).

For more installation accessories take  
a look at our Aspen Xtra range

SILENT+ MINI LIME SySTEM OPTIONS

System Colour Part No.

Slimline Ivory FP3312

“ White FP3319

BBJ (Aerco) Ivory FP3316

“ White FP3320

Inoac Ivory FP3317

“ White FP3321

Artiplastic Ivory F3315

Silent+ Mini Lime Replacement† FP3322

70mm

65mm

79mm

80mm

80mm

50mm

* Other voltages available
† Pump only – no trunking included

99mm

114mm

44 
mm

IN THE BOX

Silent+ Mini Lime pump (including 300mm 
discharge tube with connector and 1.5m hard 
wired power cable) • Acoustic damper and 1m 
lime discharge tube with connector • 220mm 
Lime green inlet hose 14mm ID • 150mm Vinyl 
breather tube 6mm ID • Anti siphon device  
• Elbow front and back • 800mm Conduit front 
and back • Internal conduit sleeve (Slimline 
system only) • Gasket (Slimline, BBJ and Inoac/
Inaba systems only) • Ceiling plate • Drain 
connector kit • Fixing kit • Install manual

Download manual at aspenpumps.com

View install video at aspenpumps.com

SUggESTED XTRA ACCESSORIES

System Part No.

1 Amp Fuse FP2620

Tube To Soil Stack 
Adaptor

FP2038

Vinyl Tube Braided 
1/4” (6mm)

AX5100

  SUITABILITy    

10m max. rec. head 
(flow rate 6L/h)
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AIR CONDITIONINg REFRIgERATION HEATINg

*: Omschreven pompen steeds leverbaar uit vooraad, andere types Aspen Pumps steeds verkrijgbaar op vraag

Mini pomp Mini Blanc
Supersnelle installatie onder wandkoelers en gemakkelijke toegang 
voor toekomstig onderhoud

Debiet 12 L/h max. bij 0 m

Hoogte 10 m max. (bij 4 L/h)

Geluid 21 dB

Aanzuighoogte N/A

Inlaat/uitlaat 6 mm / 6 mm

Afmetingen 182x55x115 mm (lxbxh)

• Max. watertemperatuur: 40°C; aansluiting: 230V/50Hz

Art. nr.  Omschrijving St/doos
ASP-1020  Mini pomp Mini Blanc & toebehoren 15

15 
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Information correct at time of going to press. 

REFRIGERATION HEATINGAIR CONDITIONING

21dB(A)

12L/h max. flow

The ‘ultra quick fit’ Mini Blanc is designed to be fitted 
beneath high wall indoor units and offers easy access 
for future maintenance.

• Extra quick to fit

• Compact & discreet

• Clear removable reservoir

• Ultra quiet operation

  KEY FEATURES  

MINI BLANC SPECIFICATIONS

Max. flow 12L/h @ 0 head

Max. rec. head 10m

Max. suction lift n/a

Sound level@1m 21dB(A)

Power supply 230V AC 50-60Hz 0.1A*

Rated Non continuous

Class II appliance

Max. unit output 16kW / 54,000Btu/h

Max. water temp 40oC / 104oF

Inlet/outlet 20mm in, 6mm out

IP Protection IPX1

Safety switch 3.0A Normally closed

Thermal protection ✓

Fully potted ✓

Self priming n/a

• Up to 16kW / 54,000Btu/h

• High wall mini split systems

  Perfect for... Domestic use –  
where easy maintenance is key

SUGGESTED XTRA ACCESSORIES

Description Part No.

1 Amp Fuse FP2620

Tube To Soil Stack 
Adaptor

FP2038

Mini Blanc Ivory Cover FP1037

For more installation accessories take  
a look at our Aspen Xtra range

115mm

0.46
kg

MINI BLANC OPTIONS

Mini Blanc FP1080/2

* Other voltages available

182mm 55mm

mini blanc
 CONDENSATE REMOVAL PUMP

IN THE BOX

Mini Blanc pump (including hard wired 1.5m 
power cable) • Anti siphon device • Drain 
connector kit • Fixing kit • Install manual

Download manual at aspenpumps.com

View install video at aspenpumps.com

  SUITABILITY    

10m max. rec. head 
(flow rate 4L/h)
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Making life easier for the installer
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Information correct at time of going to press. 

REFRIGERATION HEATINGAIR CONDITIONING

21dB(A)

12L/h max. flow

The ‘ultra quick fit’ Mini Blanc is designed to be fitted 
beneath high wall indoor units and offers easy access 
for future maintenance.

• Extra quick to fit

• Compact & discreet

• Clear removable reservoir

• Ultra quiet operation

  KEY FEATURES  

MINI BLANC SPECIFICATIONS

Max. flow 12L/h @ 0 head

Max. rec. head 10m

Max. suction lift n/a

Sound level@1m 21dB(A)

Power supply 230V AC 50-60Hz 0.1A*

Rated Non continuous

Class II appliance

Max. unit output 16kW / 54,000Btu/h

Max. water temp 40oC / 104oF

Inlet/outlet 20mm in, 6mm out

IP Protection IPX1

Safety switch 3.0A Normally closed

Thermal protection ✓

Fully potted ✓

Self priming n/a

• Up to 16kW / 54,000Btu/h

• High wall mini split systems

  Perfect for... Domestic use –  
where easy maintenance is key

SUGGESTED XTRA ACCESSORIES

Description Part No.

1 Amp Fuse FP2620

Tube To Soil Stack 
Adaptor

FP2038

Mini Blanc Ivory Cover FP1037

For more installation accessories take  
a look at our Aspen Xtra range

115mm

0.46
kg

MINI BLANC OPTIONS

Mini Blanc FP1080/2

* Other voltages available

182mm 55mm

mini blanc
 CONDENSATE REMOVAL PUMP

IN THE BOX

Mini Blanc pump (including hard wired 1.5m 
power cable) • Anti siphon device • Drain 
connector kit • Fixing kit • Install manual

Download manual at aspenpumps.com

View install video at aspenpumps.com

  SUITABILITY    

10m max. rec. head 
(flow rate 4L/h)
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Making life easier for the installer

Silent+ Mini Aqua & Mini Aqua - standard
Silent+ technologie in combinatie met de smalste
mini-pomp op de markt. Innovatie ten top !

Debiet 12 L/h max. bij 0 m

Hoogte 10 m max. (bij 6 L/h)

Geluid 19 dB / 21 dB

Aanzuighoogte 2 m

Uitlaat 6 mm

Afmetingen 183x39x80 mm (lxbxh)

• Max. watertemperatuur: 40°C; aansluiting: 230V/50Hz
• Met extern reservoir

Art. nr.  Omschrijving St/doos
ASP-1012  Silent+ Mini Aqua condensafvoerpomp & toebehoren 15
ASP-1022  Mini Aqua - standard condensafvoerpomp & toebehoren 20

20 

EN

sales@aspenpumps.com +44 (0)1323 848842aspenpumps.com Making life easier for the installer

Information correct at time of going to press. 

0.18†

kg

 CONDENSATE REMOVAL PUMP

19dB(A)

12L/h max. flow

Combining Silent+ technology and the slimmest 
mini pump on the market, the Silent+ Mini Aqua 
leads the way in innovation.

•	Quietest	in	its	class

•	Acoustic	damper

•	Plug	&	play

•	Anti	siphon	device

  KEY FEATURES  

SILENT+ MINI AQUA SPECIFICATIONS

Max. flow 12L/h @ 0 head

Max. rec. head 10m

Max. suction lift 2m

Sound level@1m 19dB(A)

Power supply 230V AC 50-60Hz 0.1A*

Rated Non continuous

Class II appliance

Max. unit output 16kW / 54,000Btu/h

Max. water temp 40oC / 104oF

Discharge tube 6mm ID

IP Protection IPX4

Safety switch 3.0A Normally closed

Thermal protection ✓

Fully potted ✓

Self priming ✓

•	Up	to	16kW	/	54,000Btu/h

•		Ducted	units;	Floor	standing	&	Chassis	
units;	High	wall	mini	split	systems

  Perfect for... Small & quiet – you’ll never 
know it’s there!

  SUITABILITY    

SILENT+ MINI AQUA OPTIONS

Silent+ Mini Aqua FP3326

* Other voltages available
† Pump only

IN THE BOX

Silent+ Mini Aqua pump • Reservoir (inc. filter, 
float, lid) • 1.5m Plug & play power cable  
• Acoustic damper and 1m aqua discharge 
tube with connector • Anti vibration bracket  
• 150mm Vinyl breather tube 6mm ID • Anti 
siphon device • 1.5m Suction breather tube 
6mm ID • 220mm Blue inlet hose 14mm ID  
• Drain connector kit • Fixing kit • Install manual

Download manual at aspenpumps.com

View install video at aspenpumps.com

For more installation accessories take  
a look at our Aspen Xtra range

SUGGESTED XTRA ACCESSORIES

Description Part No.

1 Amp Fuse FP2620

Tube To Soil Stack 
Adaptor

FP2038

Vinyl Tube Braided 
1/4” (6mm)

AX5100

Inline Filter 16mm FP2640

183mm 28 
mm

28mm
34mm

80mm

39mm

10m max. rec. head 
(flow rate 6L/h)
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 CONDENSATE REMOVAL PUMP

21dB(A)

12L/h max. flow

• Acoustic damper

• Pump sits in trunking elbow

• Left or right install

• Range of trunking systems

  KEy FEATURES  

0.31†

kg

SILENT+ MINI LIME SPECIFICATIONS

Max. flow 12L/h @ 0 head

Max. rec. head 10m

Max. suction lift n/a

Sound level@1m 21dB(A)

Power supply 230V AC 50-60Hz 0.1A*

Rated Non continuous

Class II appliance

Max. unit output 16kW / 54,000Btu/h

Max. water temp 40oC / 104oF

Discharge tube 6mm ID

IP Protection IPX4

Safety switch 3.0A Normally closed

Thermal protection ✓

Fully potted ✓

Self priming ✓ 

• Up to 16kW / 54,000Btu/h

•  High wall split systems

  Perfect for... Commercial use  

where silence is important

The Silent+ Mini Lime is designed around a ‘total system 
approach’ and includes many features to create a truly silent 
system. Perfect for offices and meeting rooms. (‘Pump only 
pack’ also available).

For more installation accessories take  
a look at our Aspen Xtra range

SILENT+ MINI LIME SySTEM OPTIONS

System Colour Part No.

Slimline Ivory FP3312

“ White FP3319

BBJ (Aerco) Ivory FP3316

“ White FP3320

Inoac Ivory FP3317

“ White FP3321

Artiplastic Ivory F3315

Silent+ Mini Lime Replacement† FP3322

70mm

65mm

79mm

80mm

80mm

50mm

* Other voltages available
† Pump only – no trunking included

99mm

114mm

44 
mm

IN THE BOX

Silent+ Mini Lime pump (including 300mm 
discharge tube with connector and 1.5m hard 
wired power cable) • Acoustic damper and 1m 
lime discharge tube with connector • 220mm 
Lime green inlet hose 14mm ID • 150mm Vinyl 
breather tube 6mm ID • Anti siphon device  
• Elbow front and back • 800mm Conduit front 
and back • Internal conduit sleeve (Slimline 
system only) • Gasket (Slimline, BBJ and Inoac/
Inaba systems only) • Ceiling plate • Drain 
connector kit • Fixing kit • Install manual

Download manual at aspenpumps.com

View install video at aspenpumps.com

SUggESTED XTRA ACCESSORIES

System Part No.

1 Amp Fuse FP2620

Tube To Soil Stack 
Adaptor

FP2038

Vinyl Tube Braided 
1/4” (6mm)

AX5100

  SUITABILITy    

10m max. rec. head 
(flow rate 6L/h)
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10m max. recommended head

LITRES PER HOUR

80mm

50mm

AIR CONDITIONINg REFRIgERATION HEATINg

https://horeca.shop/nl/silent-mini-orange-116x39x80-mm-asp-1011-000
https://horeca.shop/nl/mini-pomp-mini-orange-standard-116x39x80-mm-asp-1021-000
https://horeca.shop/nl/mini-pomp-mini-blanc-182x55x115-mm-asp-1020-000
https://horeca.shop/nl/silent-mini-aqua-pomp-183x39x80-mm-asp-1012-000
https://horeca.shop/nl/mini-pomp-mini-aqua-standard-183x39x80-mm-asp-1022-000

