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Scope of delivery

• Collection tray with oil separator
• Leaf guard grille
• 2 x C-feet 
• 2 x C-feet with locking screws
-        (optional heating block)

Assembly instructions AuRü ÖP - standard size 

1. Connect the mounting rail with the C-feet.
2. Press C-feet onto the tray and fix screws.

Note:  
Do not directly place the oil separator
under the connections (flange) of the chiller! 
The oil separator must not be covered by plant parts.

Assembly instructions
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Optional accessories

High-performance heating insert 

The high-performance heating insert is integrated in the countercurrent system. The 
energy utilisation is so outstanding that the complete counter-current system and the 
surrounding tray are optimally heated. 

Wall console

The wall console provides the ability to fit the mounting set on a wall.

Big Foot System / suspension kit

Our Bigfoot system has already proven itself for installation on gradients, retrofits and 
much more. This can be easily adapted to the correct height with any slope and at the 
same time offers the possibility to hang the collection and retaining system.

Mounting kit Big Foot

The optimal installation of collection and retaining system with a Big Foot system, is car-
ried out using the specially designed suspension set.
The mounting rails are hung on the Big Foot system. This solution allows the cooling 
units to be mounted directly on the Big Foot system. The collection and retaining system 
can be slid in sideways.  

Mounting base

These are pre-drilled specially for the vibration damper or machine hole dimensions you 
provide, so that you can pre-mount these in the collection and retaining system. This 
means that the socket bases are not difficult to position.

Opvang- en beveiligingssystemen voor olie

AURÜ-L premium range & AURÜ-OP basic range
Opvang- en beveiligingssysteem voor airco- en koelinstallaties volgens de Europese
regelgeving inzake “Grondwaterbescherming”.

De AURÜ-L is er in alle maten en bestaat uit een opvangschotel met geïntegreerde 
olie-afscheider. Deze opvangsystemen zijn compatibel met alle soorten airco- en 
koelinstallaties, alsook warmtepompen.

De AURÜ-OP bestaat uit een opvangschotel met  
geïntegreerde olie-afscheider.

Producteigenschappen:

• 80 mm of 35 mm spatbescherming
• Eenvoudige montage
• Modulair systeem
• Incl. montageset bij standaard maten
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consisting of:

  Stainless steel collection tray with type examination code by TÜV-Nord
  Counter current system - oil separator
  Counter current system - leaf protection grille
  Mounting kit (for standard sizes AuRü-L3, L5 & L7)
   -   optionally with high-performance heating insert inc. thermostat
   -   optional with mounting base
  -    Mounting kit for mounting systems (frame base)

The AuRü-L can be manufactured in any size.

Product advantages
  easy fitting 80mm 

      splashback

  Modular construction 

      principle

  Mounting kit 

     (in standard sizes)

 

The standard sizes have the following key data:

 Type     Dimensions (HxWxL)    Collection volume

 AuRü-L3     80 x 500 x 1200 mm    2.4 litres

 AuRü-L5     80 x 1000 x 1200 mm    4.8 litres

 AuRü-L7     80 x 1200 x 1500 mm    7.2 litres 

AURÜ-L standaardmodellen
• RVS opvangschotel met TÜV-keurnummer
• Olie-afscheider
• Incl. montageset bij standaardmodellen (2x RVS c-voet met montagerail)

Art. nr. Model Afmetingen Opvangvolume
AUR-1003 AURÜ-L3 80 x 500 x 1200 +/- 2,4 L
AUR-1005 AURÜ-L5 80 x 1000 x 1200 +/- 4,8 L
AUR-1007 AURÜ-L7 80 x 1200 x 1500 +/- 7,2 L
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consisting of:

  Stainless steel collection tray with type examination code by TÜV-Nord
  Counter current system - oil separator
  Counter current system - leaf protection grille
  Mounting kit (for standard sizes AuRü-L3, L5 & L7)
   -   optionally with high-performance heating insert inc. thermostat
   -   optional with mounting base
  -    Mounting kit for mounting systems (frame base)

The AuRü-L can be manufactured in any size.

Product advantages
  easy fitting 80mm 

      splashback

  Modular construction 

      principle

  Mounting kit 

     (in standard sizes)

 

The standard sizes have the following key data:

 Type     Dimensions (HxWxL)    Collection volume

 AuRü-L3     80 x 500 x 1200 mm    2.4 litres

 AuRü-L5     80 x 1000 x 1200 mm    4.8 litres

 AuRü-L7     80 x 1200 x 1500 mm    7.2 litres 

Opties voor AURÜ-L & AURÜ-OP
Art. nr. Omschrijving
AUR-9100 Verwarmingsinzetstuk voor AURÜ-L systemen
AUR-9000 Verwarmingsblok voor AURÜ-OP systemen
AUR-9201 Montageset Big Foot 1210 mm – gegalvaniseerd
AUR-9202 Montageset Big Foot 1210 mm – RVS
AUR-9203 Montageset Big Foot 1510 mm – gegalvaniseerd
AUR-9204 Montageset Big Foot 1510 mm – RVS
AUR-9200 Holle schroef (bij aanbouwmodules)

*: Montageset bestaat uit 1 beveiligingsrail, incl. toebehoren

AUR-9100

AUR-9200
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The heating is switched on when the water temperature is <5 de-
grees Celsius and if water is detected in the trays.
The temperature is determined by the thermostat controls of the 
heating cable. Customer-specific special programs can be adjusted 
via a 4-pole dip switch. An LED on the printed circuit board displays 
the status of the control. 

Voltage
Power

Cable diameter
Min. Operating temperature
Max. Operating temperature

Min. Installation temperature
Function warranty

Connection cable length
Alarm output

Type of protection:
Mounting position

Temperature control

230V AC 50 Hz
approx. 400 Watt
approx. 7mm
-30°C 
+ 90°C
-30°C
approx. -15°C
approx. 5 m
potential-free switching contact
(max. 60V 1A)
IP66
lying
by thermostat control

Technical description

Technical data

High performance area heating with stainless steel mounting plate
Heat-Master electronic control incl. water sensor
Stainless steel edge protection
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Optional accessories

High-performance heating insert 

The high-performance heating insert is integrated in the countercurrent system. The 
energy utilisation is so outstanding that the complete counter-current system and the 
surrounding tray are optimally heated. 

Wall console

The wall console provides the ability to fit the mounting set on a wall.

Big Foot System / suspension kit

Our Bigfoot system has already proven itself for installation on gradients, retrofits and 
much more. This can be easily adapted to the correct height with any slope and at the 
same time offers the possibility to hang the collection and retaining system.

Mounting kit Big Foot

The optimal installation of collection and retaining system with a Big Foot system, is car-
ried out using the specially designed suspension set.
The mounting rails are hung on the Big Foot system. This solution allows the cooling 
units to be mounted directly on the Big Foot system. The collection and retaining system 
can be slid in sideways.  

Mounting base

These are pre-drilled specially for the vibration damper or machine hole dimensions you 
provide, so that you can pre-mount these in the collection and retaining system. This 
means that the socket bases are not difficult to position.
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Scope of delivery

AuRü L - special size included

Collection tray with counter current system (oil separator)

The collection and retaining system with integrated counter current system keeps back 
exiting oil according to the legal requirements, whilst rainwater entering the system can 
exit via the system of trays. The supplied leaf protection grille keeps dirt and leaves away 
from the counter current system and ensures low-maintenance operation.

Hollow screws

With multi-part collection and retaining systems you will receive the hollow screws. These 
combine the individual tray elements so that all elements together form a large collec-
tion body and every tray segment carries an identical water level. The hollow screws to 
stabilise the tray system and distribute the weight of the water over the entire collection 
area.

AuRü L - standard size included

Collection tray with counter current system (oil separator)

Mounting kit

The mounting set made of stainless steel consists of two C-profiles and one rail, which 
allow easy installation of your collection and retaining system. The C feet are screwed 
firmly onto the base and at the same time are the bracket for the collection and retaining 
system itself. On the rail attached to the C-profiles, the system can be adjusted variably. 
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Product brochure
Collection and retaining systems

Innovation

AURÜ-OP standaardmodellen
• RVS opvangschotel met TÜV-keurnummer
• Olie-afscheider
• Incl. montageset (4x RVS c-voet + 2x stelschroef)

Art. nr. Model Afmetingen Opvangvolume
AUR-0001 AURÜ OP-1 35 x 320 x 900 +/- 1,2 L
AUR-0002 AURÜ OP-2 35 x 400 x 950 +/- 1,5 L
AUR-0003 AURÜ OP-3 35 x 500 x 1150 +/- 2,3 L
AUR-0004 AURÜ OP-4 35 x 850 x 1140 +/- 3,8 L
AUR-0005 AURÜ OP-5 35 x 930 x 1140 +/- 4,2 L
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Optional accessories

High performance heating block

The high heat bracket is integrated into the countercurrent system. The energy utilisation 
is so outstanding that the complete counter-current system and the surrounding tray 
are optimally heated. The high-performance heating block heats at intervals, only uses 
electricity in this state, and due to the heating allows winter operation.

Heating mat with thermostat

The heating mat is placed under the drain and is only suitable for this purpose, if it is 
placed under the tray freely suspended. 

Wall console

The wall console provides the ability to fit the mounting set on a wall.

Installation system

Our frame system has already established itself for installations on gradients, upgrades 
and much more. This can be easily adapted to the correct height with any slope and at 
the same time offers the possibility to hang the collection and retaining system.

Mounting kit

The optimal installation of collection and retaining system with a Big Foot system, is car-
ried out using the specially designed suspension set.
The mounting rails are hung on the Big Foot system. This solution allows the cooling 
units to be mounted directly on the Big Foot system. The collection and retaining system 
can be slid in sideways.  

AUR-9000
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consisting of:

  Stainless steel collection tray with type examination code by TÜV-Nord
  Counter current system - oil separator
  4 x C stainless steel feet
     2 x locking screws
    -  optional with high performance heating block incl. thermostat
    -  Mounting kit for mounting systems (frame base)

The AuRü ÖP can be manufactured in any size.

Product advantages: 
  simple installation

  Modular construction 

       principle

The standard sizes have the following key data:

 Type  Dimensions (HxWxL)   Collection vol. Type  Dimensions (HxWxL)   Collection vol.

AuRü-ÖP-1 35 x 320 x 900 mm 1.2 litres  AuRü-ÖP-6 35 x 780 x 1500 mm 4.7 litres

AuRü-ÖP-2 35 x 400 x 950 mm 1.5 litres  AuRü-ÖP-7 35 x 1200 x 1500 mm 5.4 litres

AuRü-ÖP-3 35 x 500 x 1150 mm 2.3 litres  AuRü-ÖP-8 35 x 850 x 1430 mm 4.9 litres

AuRü-ÖP-4 35 x 850 x 1140 mm 3.8 litres  AuRü-ÖP-9 35 x 590 x 1250 mm 3.0 litres

AuRü-ÖP-5 35 x 930 x 1140 mm 4.2 litres  AuRü-ÖP-10 35 x 850 x 1750 mm  5.0 litres

Optioneel voor warmtepompen:

Art. nr. Omschrijving
AUR-9101 AURÜ-L heat master sturingssysteem
AUR-9102 AURÜ-L heat master verwarmingselement L3
AUR-9103 AURÜ-L heat master verwarmingselement L5-L7

AUR-9201

Alle afmetingen in mm

https://horeca.shop/nl/auru-l-premium-range-auru-l3-80x500x1200-mm-aur-100
https://horeca.shop/nl/auru-l-premium-range-auru-l5-80x1000x1200-mm-aur-101
https://horeca.shop/nl/auru-l-premium-range-auru-l7-80x1200x1500-mm-aur-102
https://horeca.shop/nl/verwarmingsinzetstuk-voor-auru-l-systemen-aur-110
https://horeca.shop/nl/verwarmingsblok-voor-auru-op-systemen-aur-011
https://horeca.shop/nl/montageset-big-foot-1210-mm-gegalvaniseerd-aur-121
https://horeca.shop/nl/montageset-big-foot-1210-mm-rvs-aur-122
https://horeca.shop/nl/montageset-big-foot-1510-mm-gegalvaniseerd-aur-123
https://horeca.shop/nl/montageset-big-foot-1510-mm-rvs-aur-124
https://horeca.shop/nl/holle-schroef-bij-aanbouwmodules-aur-118
https://horeca.shop/nl/verwarmingsinzetstuk-voor-auru-l-systemen-aur-110
https://horeca.shop/nl/holle-schroef-bij-aanbouwmodules-aur-118
https://horeca.shop/nl/verwarmingsblok-voor-auru-op-systemen-aur-011
https://horeca.shop/nl/auru-l-heat-master-sturingssysteem-aur-115
https://horeca.shop/nl/auru-l-heat-master-verwarmingselement-l3-aur-116
https://horeca.shop/nl/auru-l-heat-master-verwarmingselement-l5-l7-aur-117
https://horeca.shop/nl/montageset-big-foot-1210-mm-gegalvaniseerd-aur-121

